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Synthetic

EUROSTRONG SG810LEUROSTRONG SG810L

TECHNICAL DATASHEET

Ref. 1LAGB

General & Heavy Duty Works

VARIANTS

1LAAV1LAAV

See also

APPLICATIONS

Construction, gardening, logistics,
maintenance, transport, mechanical
works.

Multiple

SALES PACKAGING

SECTORS

Mining

Infrastructure, building industry

Construction - finishing work

Transport (excluding
manufacturing) and logistics

PURCHASE PACKAGING

Ref.Ref. SizeSize InnerInner CartonCarton

1LAGB08 8 10 100

1LAGB09 9 10 100

1LAGB10 10 10 100

1LAGB11 11 10 100

Grey seamless support from recycled Polycotton, 10 gauge,
Black latex palm coating with crinkled palm finish, 
Knitted wrist

DESCRIPTION

The +
Exceptional grip in wet areas
Sustainable material : recycled poly-cotton
Bulk packing: good value for money
Ventilated back for better comfort
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Protection from mechanical risksEN388:2016EN388:2016
+ A1:2018+ A1:2018

2 . 1 . 4 . 2 X

Protective gloves – General requirements and test methodsEN ISO 21420:2020EN ISO 21420:2020

EPI CAT. II

Delivered by CTC (0075) 4 rue Hermann. Frenkel 69367 Lyon Cedex 07 France

This glove conforms to the personal protective equipment model covered by the EC type-examination certificate
0075/1747/162/01/24/00480075/1747/162/01/24/0048

STANDARD(S)

Gloves environmentGloves environment  Wet environment
ShapeShape  Glove

ColorColor  Grey
Color 2Color 2  Black

Support materialSupport material  RECYCLED POLY-COTTON
Coating levelCoating level  Palm
Material of coatingMaterial of coating  Latex
Coating finitionCoating finition  Crepe
Type Of CuffType Of Cuff  Elastic wrist

Glove typeGlove type  Seamless knitting

TECHNICAL FEATURES

Ref. 1LAGBEUROSTRONG SG810L

Gauge 10


